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Foreach. . .

You must record the following information . . .

3. Caustic leak during an inspection required by Table 2 to this
subpart.

4. Liquid mercury spill or accumulation identified during an in-
spection required by Table 2 to this subpart or at any other
time.

5. Liquid mercury leak or hydrogen leak identified during an in-
spection required by Table 2 to this subpart or at any other
time.

6. Occasion for which it is not possible to perform the design,
operation and maintenance procedures required by ltem 2 of
Table 1 to this subpart.

a. Location of the leak.

b. Date and time you identify the leak.

c. Date and time you successfully stop the leak and repair the
leaking equipment.

a. Location of the liquid mercury spill or accumulation.

b. Estimate of the weight of liquid mercury.

c. Date and time you detect the liquid mercury spill or accumu-
lation.

d. Method you use to clean up the liquid mercury spill or accu-
mulation.

e. Date and time when you clean up the liquid mercury spill or
accumulation.

f. Source of the liquid mercury spill or accumulation.

g. If the source of the liquid mercury spill or accumulation is
not identified, the time when you reinspect the area.

a. Location of the leak.

b. Date and time you identify the leak.

c. If the leak is a liquid mercury leak, the date and time that
you successfully contain the dripping liquid mercury.

d. Date and time you first attempt to stop the leak.

e. Date and time you successfully stop the leak and repair the
leaking equipment.

f. If you take a cell off line or isolate the leaking equipment, the
date and time you take the cell off line or isolate the leaking
equipment, and the date and time you put the cell or isolated
equipment back into service.

a. Reason for not being able to perform each procedure deter-
mined to be not possible.

b. Actions taken to reduce or prevent mercury emissions, in
lieu of the requirements in Table 1 to this subpart.

TABLE 10 TO SUBPART IIIII OF PART 63—APPLICABILITY OF GENERAL PROVISIONS TO
SUBPART IIIII

As stated in §63.8262, you must comply with the applicable General Provisions requirements

according to the following table:

Citation Subject Applies to Subpart Il Explanation
§63.1 .. Applicability . Yes.
§63.2 Definitions ... Yes.
§63.3 Units and Abbreviations Yes.
§63.4 Prohibited Activities Yes.
§63.5 .. Construction/Reconstruction .. | Yes.
§63.6(a)—(9), (i), () -.- Compliance with Standards Yes.
and Maintenance Require-
ments.
§63.6() oo, Compliance with Opacity and | NO ........cccccoviiiiiiiiiiiiccce Subpart Il does not have
Visible Emission Standards. opacity and visible emission
standards.
§63.7(a)(1), (b)—(h) evveerrrnneee Performance Testing Require- | YESs ......cccovevrineienenincieniees Subpart 111l specifies addi-
ments. tional requirements related
to site-specific test plans
and the conduct of perform-
ance tests.
§63.7(2)(2) erveerreererieereee Applicability and Performance | NO .......cccocceieiiiincniniccee Subpart 111l requires the per-
Test Dates. formance test to be per-
formed on the compliance
date.
§63.8(a)(1), (a)(3); (b); (c)(1)— | Monitoring Requirements ....... Yes.
(4), (6)—(8); (d); (e); and
H(1)-(5)-
§63.8(2)(2) erveeeeeeeieeeees Continuous Monitoring Sys- NO it Subpart 11l requires a site-
tem (CMS) Requirements. specific monitoring plan in
lieu of a promulgated per-
formance specification for a
mercury concentration
CMS.
§63.8(2)(4) ereeeieeeneereeen Additional Monitoring Require- | NO ........cccoeireeirennenieceeene Subpart 111l does not require
ments for Control Devices flares.
in §63.11.
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Citation Subject Applies to Subpart Il Explanation

§63.8(C)(5) wververererrrenieirreienes COMS Minimum Procedures | NO .......cccoeieeeiiienninccrceees Subpart Il does not have
opacity and visible emission
standards.

§63.8(f)(6) ..ooveiiiiiiii Alternative to Relative Accu- NO s Subpart Il does not require

racy Test. CEMS.

§63.8(F) o Data Reduction ............ccce...e. NO Lot Subpart Il specifies mercury
concentration CMS data re-
duction requirements.

§63.9(a)—(€), (9)—() -ererereerenee Notification Requirements ...... Yes.

§63.9(f) .o Notification of VE/Opacity NO i Subpart Il does not have

Test. opacity and visible emission
standards.

§63.10(a); (b)(1); (b)(2)(i)—(xii), | Recordkeeping/Reporting ...... Yes.

(xiv); (b)(3); (); (A)(1)—(2),
(4)=(5); (e); ().

§63.10(b)(2)(Xiil) ..ocvvvvrerriiennene CMS Records for RATA Alter- | NO .....cccccooiiiiiiiiiiiiiccce Subpart I1lll does not require

native. CEMS.

§63.10(d)(3) .ovevvreiriiiieie Reporting Opacity or VE Ob- | NO ...cccccviiiiiiiiiiiiiieiccies Subpart Il does not have

servations. opacity and visible emission
standards.
Flares .....cccoveveivnieeicrcieene NO s Subpart 111l does not require
flares.
Delegation Yes.
. | Addresses
. | Incorporation by Reference ... | Yes.
Availability of Information ....... Yes.

Subpart JJJJJ—National Emission
Standards for Hazardous Air
Pollutants for Brick and Struc-
tural Clay Products Manufac-
turing

SOURCE: 68 FR 26722, May 16, 2003, unless
otherwise note.

WHAT THIS SUBPART COVERS

§63.8380 What is the purpose of this
subpart?

This subpart establishes national
emission limitations for hazardous air
pollutants (HAP) emitted from brick
and structural clay products (BSCP)
manufacturing facilities. This subpart
also establishes requirements to dem-
onstrate initial and continuous compli-
ance with the emission limitations.

§63.8385 Am I subject to this subpart?

You are subject to this subpart if you
own or operate a BSCP manufacturing
facility that is, is located at, or is part
of, a major source of HAP emissions ac-
cording to the criteria in paragraphs
(a) and (b) of this section.

(a) A BSCP manufacturing facility is
a plant site that manufactures brick
(including, but not limited to, face
brick, structural brick, and brick pav-
ers); clay pipe; roof tile; extruded floor

and wall tile; and/or other extruded, di-
mensional clay products. Brick and
structural clay products manufac-
turing facilities typically process raw
clay and shale, form the processed ma-
terials into bricks or shapes, and dry
and fire the bricks or shapes.

(b) A major source of HAP emissions
is any stationary source or group of
stationary sources within a contiguous
area under common control that emits
or has the potential to emit any single
HAP at a rate of 9.07 megagrams (10
tons) or more per year or any combina-
tion of HAP at a rate of 22.68
megagrams (25 tons) or more per year.

§63.8390 What parts of my plant does
this subpart cover?

(a) This subpart applies to each exist-
ing, new, or reconstructed affected
source at a BSCP manufacturing facil-
ity.

(b) The existing affected source is an
existing tunnel kiln with a design ca-
pacity equal to or greater than 9.07
megagrams per hour (Mg/hr) (10 tons
per hour (tph)) of fired product accord-
ing to paragraphs (b)(1) through (3) of
this section. For the remainder of this
subpart, a tunnel kiln with a design ca-
pacity equal to or greater than 9.07 Mg/
hr (10 tph) of fired product will be
called a large tunnel kiln, and a tunnel
kiln with a design capacity less than
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